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4TIGARA,DIST-DARJEELING 

b: Issuance of Fire Safety Recommendation for the G+3 storied Residential Building under Group Residential at 
Ove noted address. 

s is in reference to your application no. 0125186220500045 dated 21-02-2022 regarding the Issuance of Fire Safety 
sommendation for the G+3 storied Residential Building under Group Residential at above noted address. 

:ommendation: 

e plan submitted by you was scrutinized and marked as found necessary from Fire Safety point of view. In 
urning one set of plan with recommendation, this is issuing Fire Safety Recommendation in favor of the 

resaid building subject to the compliance of the following fire safety measure. 

Date: 21-03-2022 

1struction Part:-i) The whole construction of the proposed building shall be carried out as per approved plan & 
forming all the relevant building rules of local authority. 
he floor area exceeds 750 sq.miter shall be suitably compartmented by separation walls up to ceiling level having at 
4 two hrs. fire resisting capacity. 

he interior finish decoration of the building shall be made of low flame spread materials conforming I.S Specification. 
Il construction materials should be of four hrs. Fire resisting type. 
oor and windows should be of at least 2 hrs. fire resisting type. 
n Space & approach:-i) The open space surrounding the building shall conform the relevant building rules as well as to 
nit the accessibility and maneuverability of fire appliance to turning facility. The minimum open space surrounded the 
ling should be at least six miters and it should be free from any obstruction at all times. 
le approach roads shall be sufficiently strong to withstand the load of fire engine weighting up to 20 M.T. 

ins of escape: : 

he width and height of the access gates into the premises shall not be less than 4.5 miters & 5 miters respectively 
ting the roads. 

e Staircases of the builiding shall be enclosed type & construction shall be made of bricked/RCC type having tire 
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acily not less than 4 hrs. 

co ofthe building shall have permanent vents at the top and onen able sashes at each floor level in the 

mll of the buukdn. 
udlh of e strcse shall be 2 milers. Corridors of the building and the exit doors shall conforming the relevant 

dnq ls. 

Au lv sl:lt:)5e islhll be exlended up lo terrace ol the building and shall be neqotiable lo each other entering into any 

.Ere & Snoke doors at the entrance of all the staircases enclosures at each floor level shall be provided. The F.C.D shall 
, al le:ast Iwo hour fire resisting type & fitted with self closing type open able in the direction of the escape. 
) Thee should be mininum two staircases fronm the terrace of the building and in no way the travel distance from any 

int of the building exceeds the limit of 30 miters 

i) Horizonlal exits should be given priority. 
i)lime of evacuation should be as per IS:-1644-1988 i.e.2.5 minutes 

)Minimunn two exits shall be provided from every floor of the building. 
Separate entrance and exit shall be provided tO every room in the building 

lectrical Installation: 1946:1982 & NBC part-iv: 

Al electrical installation should be done in accordance with National Electrical Code & Part-V111 "Building Services" 
action-2 "Electrical Installation" good practice [4(10)] 

All cable should be of FRLS type & all wiring should be done by the copper wire along with appropriate gauge such as 
2 sq,mm for light, fen, bulb etc.2.5 sq.mm for freeze, TV,& 4 sq.mm for Geyser, washing machine etc. 
) Electrical installation shall be tested periodically by the licensed electricians where as 85% of fire originated from 

gctrical source of energy. 

lternate power supply :-Arangement shall be made to supply power with the help of a Generator to operate at least the 
e pump, pump for deep tube-well ,Fire alarm system, Fire Lift jilluminating the passages, baserment, escape routes etc. 
case of normal power failure. 

Air Condition:-1S: 659-1991: 

Regular check up of all split type window A/C machine to prevent dust, foreign materials in the air inlet should be 
aintained to prevent spontaneous combustion. 
n case of central A/C system ,the same shall be incorporated with automatic damper with fusible link with a view to shut 
wn the system automatically. 

Regular checking, testing, cleanings the air inlets is must. 
Escape routes like corridors, lift lobbies etc. shall not be used as return air passage. 

AHU shall not be used for storage of combustible articles. 
ire Fighting Water:- The building should be provided with 50000 liters capacity of underground stored water with 
Tlenishing arrangement @ 1000 liters of water per minutes preferably from two different sources. The height of the 
servoir should not be exceed 30 cm from the ground level .Fire water reservoir shall have overflow and connected with 
mestic water reservoir as well as to avoid stagnancy of water. The water reservoir shall be kept full at all times. The 
:ation of the U/G water reservoir should be such so that Fire Service Vehicles mav get access to the site of the reservoir 
ha view to draw the water from the said reservoir. 
nall gears:-IS:903-1993:-Hose box, 15 miter length permoline delivery hose, gunmetal short branch of half inch dia @ 
e set each at or near all the pillar hydrants, landing valves on floors should be installed. 

errace Tank:-One Terrace Tank of capacity Minimum 10000 liters should be installed in the building along with suitable 
race pump & Wet Riser cum Down comer system. 

Jse Reel System:-IS 884-1985, the building should be equipped with Hose reel hose system at each floor as per the lS 
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ce. The inlernal dia of the said hose reel shall be 19 mm to 32 mm and the discharge capacity not less then 
Nhile the length of (he hose reel not more then 36.5 miters. The distance of such installation should be in such 

at no part of (he floor is more than 6 milerS distance trom a hose no0zzle when fully extended. 
nal Hvdranl Syslm-1S-13039-1991:-The whole area of your building is to be protected by adequate no. of pillar type 

rarols sysBem Le. (2 0De pillar hydrant per 1000 sq. miters of area or as per the vulnerability of the place. 
Imps for fire fighting Inslallalion.IS-12469-1988 

Ihe pump should be mstalled and aranged in such a manner so lha it will slart automalically due to fall in pressure as 
:fixed in the inslallalion by installing a jockey pump. 

AL he punps shall be so designed as to supply water at the designed pressure and discharge into the water based 
slem which shall be installed in the building. 

One such punp shall always be kept on stand-by preferably be of diesel driven type. 
An independent identical pump for the purpose of sprinkler installation shall be made available. All such arrangement 
all be made as per the code of practice. 

etection & Alarm System:-1S 2189-1988. i) Sufficient Nos. of manually operated electrical fire alarm system of break 
iSS type call boxes and fitted with alarm like hooters with putblic address system, talk back system at different places of 
: building shall be installed and connecting with audio visual panel board shall be made in control room as per the IS 
de of practice. The control Room shall be located in the entrance of the ground floor of the building. 
Automatic fire detection system with the help of Smoke & Heat detectors shall be installed at all places of below and 

eferably above false ceiling of the building This system shall also be made available in places of rooms where valuables 

ve been kept other requirements shall be made in accordance with the IS code of practice. 

Suppression system shall be made with full flooding system with CO2, FM-200 etc. particularly in computer rom, 

:ctrical processing and data room and in a room of irreplaceable articles. 

rst aid fire fighting system:-1S 2190-1992. Sufficient. Nos. of Portable fire extinguishers of DCP type, Water type and 

nd and water bucket should be provided at different'places of the building area and it should be within the reach of all 

Ncern as per the I.S Code of practice. 

ghting protection of the building:-This protection for the building shall be provided as given Part:-VIll of building services, 

ction -2 of Electrical installation. 

eneral recommendations: -i) Fire notice for fire fighting and evacuation from the building should be provided and shall be 

played at all places of the building às per clause 5.5 of N.B Code. 

Floor No. and Directional Sign of escape route should be displayed prominently as per clause 5.5 of the N.B Code.(Auto 

w type) 
All the staffs and others shall be conversant with the installed fire fighting equipments of the building so that they can 

erate the same in case of exigency. 
Arrangement shall be made for reqular checking, testing and proper maintenance of all fire fighting equipments and 

ep them in good working condition at all times. 

Mock fire drill and evacuation drill should be done periodically with participation of all employees and others and in this 

jard in each year a Certificate is to be obtained from this end as laid down in the norms. 

A register for the recording of Mock fire drill, Evacuation drill, Testing & Checking of whole Fire fighting installation, 

ctrical installation should be maintained and shall be liable to pYoduce the same to the authorized Officer of this 

vartment on demand. 

Good house keeping should be maintained. 

te: -

he Fire Service recommendations are issued subject to the tree trom any Court Case or legal re-encumbrances. 
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WOrk order ol he said recommendation to any authorize an, from vOur side for the installation of the 

bollaICe ol he atoreSad reCOmiCndation up to the satisfacion 

Ahis end, t mal Fne Safety Cerliicale (NOC) shall be issued 
of this department & as per the scale as 

to be obted h OH Th: Colector, North Zone, West Bengal Eire 8. EmergencyServices, Siliguri tor the 

S arlicles m the pemses, (il any) which atlracts Sec-12 of Fire Service Ac'1950 ( Subsequently amendment ) 
elling the Fnal e Sifely certilicale 
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Date: 2022.03,2|1 11:38:26 IST 

Divisional Fire Officer, Darjeeling 
West Bengal Fire & Emergency Services 
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