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ISO 9001 : 2008 CERTIFIED
MNC House
1516, Rajdanga Main Road,
Kolkata ‐ 700 107
Phone:‐ (033) 40165700.  Fax: (033) 2441 8083.
E‐mail:   mnconpl2008@gmail.com

mnPREMISES NO.61,LAL BAHADUR
SHASTRI ROAD(FORMERLY HAREN CHANDRA BANERJEE LANE), WARD
NO.-15,OF THE KONNAGAR MUNICIPALITY,DIST.-HOOGLY 

SIGNATURE OF STRUCTURAL ENGINEER
ANKIT AGARWALA
M.E (STRUCT.), B.C.E., AM-151224-5
E.S.E NO. 1/ 172 K.M.C.

PROPOSED  RESIDENTIAL CUM MERCANTILE COMPLEX AT
PREMISES NO.61,LAL BAHADUR SHASTRI ROAD (FORMERLY HAREN CHANDRA BANERJEE LANE),
WARD NO.-15,OF THE KONNAGAR MUNICIPALITY, DAG NOS.-3033, 3034, 3035, 3033/4099,
3033/4100, P.S.-UTTARPARA, MOUZA-KONNAGAR,
J.L. NO.-7,L.R.KHATIAN NO.-11690, POST-KONNAGAR, DIST.-HOOGLY, WEST BENGAL.

PHASE-1 (ALREADY APPROVED)3NOS. G+12(HT.-39.95 MT) STORIED,1 NO G+16 (HT.-52.15 MT)
STORIED RESIDENTIAL BUILDINGS, 1 NO. G+2 (HT.-14.25 MT) STORIED CLUB BLOCK.

PHASE-2
1NO G+12 (HT.-39.95MT) STORIED RESIDENTIAL BUILDING,
1 NO G+23 (HT.-75.335 MT) STORIED RESIDENTIAL BUILDING,
1 NO G+23 (HT.=75.335 MT) STORIED RESIDENTIAL CUM MERCANTILE BUILDING

TYPICAL FLOOR  LAYOUT 

8TH FLOOR AND 11TH FLOOR PLAN 
(+)23.8875 M &
(+)33.0375 M LVL.

BUILDING TYPE 5 (G+12)

BUILDING TYPE 5 (G+12)

7TH & 10TH FLOOR  LAYOUT 
BUILDING TYPE 5 (G+12)

FIRST FLOOR  LAYOUT 
BUILDING TYPE 5 (G+12)

COLUMN  LAYOUT 
TIE BEAM LAYOUT  LAYOUT 
BUILDING TYPE 5

PILE  CAP G.A.  (BUILDING- 5)

PILE LAYOUT PLAN, TIE BEAM LAYOUT  & 1ST FL. LAYOUT 2ND FLOOR TO 12TH FLOOR LAYOUT
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TYPICAL REINF. DETAILS

 BP1 500 Ø 90 TON

CHART FOR PILE CAP DEPTH

PILE INSTALLATION ( BORED CAST-IN-SITU PILE)

7.  CONTRACTOR SHALL NOTE THAT THE PILE CAPACITY, CUT OFF LEV., AND
     TERMINATION LEVELS SHOWN  ARE TENTATIVE  AND INDICATIVE ONLY.
     THIS MAY VARY AS PER SITE CONDITIONS.

6.  THE PILE HEADS SHALL PROJECT INTO PILE CAP FOR 75 mm THE HEADS
     TO BE NEATLY FORMED TO THE REQUIRED DIA. AS PER FIG-2

 

1.  ALL REINFORCEMENT IN PILE SHAFTS SHALL BE TMT BARS OF GRADE
    Fe 500 CONFORMING TO I.S. 1786-2008.
2.  CONC MIX IN PILE SHALL BE M-25 WITH MINIMUM CEMENT CONTENT OF
    400 Kg/CuM OF CONC. AND SLUMP OF CONC BETWEEN 150m.m.TO 180m.m.
3.  CLEAR COVER TO REINF. PILE 50 m.m. (ROLLER TYPE COVER
     BLOCK TO BE USED).
4.  POSITIONAL ECCENTRICITY OF ANY PILE MORE THAN 50mm FOR SINGLE
     PILE AND 75 m.m. FOR GROUP OF PILES SHALL NOT BE PERMITTED.
5.  ALL LAP JOINTS SHALL BE 50 X D AND TACK WELDED. AS SHOWN IN FIG-1.

8.  DMC METHOD OF PILE BORING SHALL BE ADOPTED BY CIRCULATING
     DRILLING FLUID OF SP. GR. 1.03 TO 1.1 & IN NO CASE IT SHOULD
     EXCEED 1.12 CONFORMING TO IS-2911.
9.  FIELD CONSISTENCY TEST WITH S.P.T SHALL BE CONDUCTED TO ENSURE
    THE  DESIRED S.P.T VALUE AT TERMINATION LEV. AS PER FOLLOWING
     FREQUENCY

11.  a). FOR 500 DIA :- BORING  SHALL CONTINUE DEEP (Abt. 2-3m) INSIDE
                      STRATUM - V CONSISTING OF  VERY STIFF TO  HARD
                      YELLOWISH BROWN SILTY CLAY / CLAYEY SILT.
                      (N VALUE > 30)

10. THE DISC TO BE CASTED MATURED & MINIMUM 14 DAYS PRIOR TO
      LOWERING OF REINF. CAGING.

a). FROM 2.0M ABOVE THE TERM. LEV. FOR 1st. PILE(INSIDE PILE BOREHOLE
     AT EVERY 300 MM LAYER) &
b). FROM 1.0M ABOVE THE TERM. LEV. FOR EVERY 10th. PILE(INSIDE PILE
     BOREHOLE AT EVERY 300 MM LAYER) THEREAFTER.

TYPICAL SECTION FOR PILE CUT OFF LEV.

SCALE:-1:30

 PLINTH LVL.
AS PER ARCH

FOR ALL BLKS

75 EMBEDMENT

BRICK SHUTTERING
(OPTIONAL)

TOP OF PILE CAP

75 THK. P.C.C (1:4:8) OVER
75 THK. B.F.S (OPTIONAL) (TYP.)

CUT OFF LEV.

PILE CAP

SCALE:-1:30

TOP OF PILE CAP

TYPICAL SECTION FOR LIFT PIT

PLINTH LVL.
AS PER ARCH

E.G.L. (±)0.00 E.G.L. (±)0.00

(CUT OFF SHOWN IS TENTATIVE. MAY VARRY AS PER G.F.C. DWG.) (CUT OFF SHOWN IS TENTATIVE. MAY VARRY AS PER G.F.C. DWG.)

F.G.L. (+)0.200 OR
(+)0.300

F.G.L. (+)0.200 OR
(+)0.300

SPECIAL NOTE FOR MASONRY
FOUNDATION HAS BEEN DONE CONSIDERING
MASONRY AS AAC BLOCK

SCALE:-N.T.S.

TYP.  DET.  OF  PILE HEAD
(FIG-2)

TYP. DET. OF REINF.
LAP IN PILE (FIG-1)

SCALE:-1:30

SCALE : - N.T.S
M.S.  RING

ALT. DETAIL WITH SPIRAL
SCALE:-1:30

25 M


